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This type digital moisture meter consists of two or four pin probes directly attached with the instrument. It is suitable for 
both wood and building moisture. It is widely used in construction sites, wood industry, packaging industries etc. We 
have to just simply penetrate the two or four pin probe to take the reading.

Moisture

Technical Specifications:

Digital Moisture Meter

Features:
• It is handy sized with two or four pin probe
• Easy to read.
• It  show low battery indication

Range  

Resolution

Accuracy

5% to 40%

1 %

± 2% of moisture content

Ordering Informations:
Ref No. 620 Digital Moisture Meter
HSN Code: 90318000

Moisture Meter are designed to check the moisture content of the material. It measures the moisture content in percent 
and displays on a digital indicator. It is widely used in construction sites, wood industry, packaging industries etc. We 
have to just simply penetrate the pin probe to take the reading.

Technical Specifications:

Digital Moisture Meter
ETI U.K. Make

Features:
• It is handy sized with two pin probe
• Easy to read.
• It  show low battery indication
• One meter PVC lead with BNC connector
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Moisture Content 

Wood 1 (W1)

Wood 2 (W2)        

Plaster WME (P1WME)   

Concrete WME (C1WME)

Linear/Reference (Lin)

Wet Basis Percentage range

6 - 40 %

8 - 40 %

6.5 - 25 %

3.9 - 17 %        

0 - 1000

(Reference scale)

Parameter                             

Model  

Resolution                             

Accuracy                             

Display  

Specification

ETI 7200 WME

0.1 % or 1 (Linear Scale)

± 1% of moisture content

12 mm LCD

Ordering Informations:
Ref No. 621 Digital Moisture Meter 
HSN Code:  90318000


	Page 7

